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BHS 100 ANTIFIRE (1220)
SKU:1220

Material: Woven HDPE, black
Fire retardant
Weight: ca. 80g/m²
Darkening level: ca. 95%
Standard width: 4,75m
for higher darkness it is recommended
a double-layer installation

BHS 1 ANTIFIRE (1790)
SKU:1790

BHS99 B/W ANTIFIRE
(1229)
SKU:1229

Horizontal darkening screen (top black -
bottom white)
100% HDPE
Standard width: 4.70m
Flame retardant: in conformity with NTA
8825 (Class 1)
Weight: 103g/m²
Darkening: ca. 98-99% (a double layer
installation is recommended)
Achievable energy saving: ca. 52%

https://www.novavert.com/produkt/bhs-100-antifire/?utm_source=file&utm_medium=PDF&utm_campaign=BHS-en&utm_term=BHS+100+ANTIFIRE
https://www.novavert.com/produkt/bhs-1-antifire/?utm_source=file&utm_medium=PDF&utm_campaign=BHS-en&utm_term=BHS+1+ANTIFIRE
https://www.novavert.com/produkt/bhs99-antifire/?utm_source=file&utm_medium=PDF&utm_campaign=BHS-en&utm_term=BHS99+B%2FW+ANTIFIRE

